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SERIES FEATURE MAX RATING 
(Resistive)

MECHANICAL LIFE APPROVALS CIRCUITRY 

B1 Ultra Small Subminiature 2A @ 28VDC or 10mA @ 5VDC  
(logic level)

100,000 N/A SPST, SPDT

B1-5 Ultra Small Subminiature 
Integral Levers

2A @ 28VDC or 10mA @ 5VDC  
(logic level)

1,000,000 N/A SPST, SPDT

B2 Subminiature 7A @ 28VDC or 1A @ 28VDC  
(low level)

50,000-250,000 
(varies by part number)

UL E61705  
DSCC (QPL8805)

SPST, SPDT

B2-5 Subminiature with 
Integral Levers

7A @ 28VDC or 1A @ 28VDC  
(low level)

100,000 UL E61705 SPST, SPDT

 B2D Subminiature with 
Reduced Dead Break

2A @ 28VDC or 10mA @ 5VDC  
(logic level)

50,000 N/A SPST, SPDT

B3 Double Break 
Subminiature

8A @ 28VDC or 10mA @ 30mV  
(low level)

1,000,000 UL E61705, 
DSCC (QPL8805)

� SPST-DB,
SPDT-DB

B3S Sealed 
Double Break 
Subminiature

8A @ 28VDC or 10mA @ 5VDC  
(logic level)

1,000,000 N/A SPST-DB,
SPDT-DB

B3S-5 Sealed, Subminiature, 
Double Break, 
 Integral Levers

8A @ 28VDC or 10mA @ 5VDC  
(logic level)

1,000,000 N/A SPST-DB,
SPDT-DB

B5 Double Break Miniature 10A @ 28VDC or 10mA @ 30mV  
(low level)

1,000,000 UL E61705, 
DSCC (QPL8805)

SPST-DB, 
SPDT-DB

B5-7 Double Break Miniature, 
Two Pole 

10A @ 28VDC or 10mA @ 30mV  
(low level)

100,000 N/A DPDT-DB

Basic Switches MODELS
 Commercial & Military

Snap-action basic switches perform exacting 
switching operations. Choose from commercial- and 
military-grade models, as well as switches that have 
been tested and certified to military specifications.
OTTO’s vertically integrated U.S. manufacturing 
facilities build precision into every basic switch for 
reliable, long-lasting operation.  
Refer to the specifications to choose models meeting 
your circuitry and mechanical requirements. 
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